
8.0-9.0. . . pH @ 25°C (ASTM-E-70)
8.35 lbs/gal. . .Density @ 25°C (ASTM-D-287)

Clear. . .Appearance @ 25°C (visual) 

None . . .Color

Fresh Odor. . .Odor
1 / 0 / 0. . .Health/Flammability/Reactivity
B - gloves and 
safety glasses 

. . .Personal Protection

   
Benefits Application

Visit www.momar.com/greenaction for more information.

Formulated in Partnership with the EPA DfE program Specifications
The Design for the Environment program is one of 
the EPA’s premier partnership programs 
promoting the integration of cleaner, cheaper, and 
smarter chemical solutions. Momar is proud to be 
a partner with the EPA in this program.  Hammer 
RTU bears the EPA DfE logo because it has been 
reviewed by the EPA and the ingredients used in 
Hammer RTU have been screen for potential 

human health and environmental effects.  Based on the EPA’s expert 
judgement, Hammer RTU contains only ingredients that pose the least 
concern among chemicals in their class.

Hammer is a high speed floor cleaner & maintainer for automatic or mop-on use.  Hammer repairs 
gloss-killing scuffs and micro-scratches while hardening the floor finish for improved durability 
and soil resistance.  Spray buffing or high speed burnishing converts Hammer to a brilliant gloss 
while hardening the floor finish for improved durability and soil resistance.

• Formulated in partnership with the EPA DfE, this product 
utilizes biodegradable, non-toxic ingredients withch exhibit more 
positive environmental and human health characteristics than 
conventional formulations
• Deep Cleaning Formula
• Restores Gloss and Brilliance
• Protects Floors from Expensive Wear
• Improves Durability and Soil Resistance
• Reduces Dust during High Speed Burnishing
• Eliminates Buildup During Low Speed Buffing
• Meets USDA A-1 Guidelines

Hammer Is For Use On:
ALL TYPES OF RESILIENT FLOORS:

Asphalt & Rubber Tile - Asbestos - Vinyl - Linoleum - Cork
HARD SURFACE FLOORS:

Marble - Terrazzo - Ceramic - Travertine - Granite
Slate - Concrete - Spanish Tile

Maintenance Chemicals Greases and Oils Food Processing Products Mineral Handling ProductsWater Treatment Chemicals
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Directions: Apply the solution to the floor with a mop or autoscrubber 
at a rate of 2000-2400 square feet per gallon.  Clean the floor in the 
normal manner but do not remove the solution from the floor.  Leave the 
floor wet but not so wet that puddles form.  Hammer will dry to a slight 
haze within 20-40 minutes.  Once the haze appears, the floors are ready 
to be buffed or burnished.  After buffing or burnishing is complete, dust 
mop the floors.  Repeat treatment weekly or more frequently depending 
on traffic.

RTU

Hammer is compatible

with ALL coatings and

floor finishes


