
8.0. . . pH @ 25°C (ASTM-E-70)
8.66 lbs/gal. . .Density @ 25°C (ASTM-D-287)

Opaque Emulsion. . .Appearance @ 25°C (visual) 
25.0 - 26.0Percent Solids (140°C for 40min) . . .
2100-2600 sq.ft./gal.Coverage Rate . . .

57.0 - 60.0Gloss, one coat (Gardner Method) . . .
76.0 - 80.0Gloss, two coats (Gardner Method) . . .
ExcellentLeveling Ability . . .
Excellent/ExcellentWater Resistance (1 hr/24 hr) . . .
Excellent/ExcellentDetergent Resistance (1 day/7days) . . .
Excellent, 100%Removability (7 day, 1:1 with Pry-Bar Stripper) . . .
ExcellentHeel Mark Resistance . . .
NonePowdering . . .
ExcellentScuff Resistance . . .
25 to 30 minutes between coatsDry Time . . .
0.68Slip Resistance (James Machine) ASTM D-2047 . . .

White. . .Color

0 / 0 / 0. . .Health/Flammability/Reactivity
A - safety glasses . . .Personal Protection

   Benefits

Visit www.momar.com/greenaction for more information.

Directions Specifications

The “Toughest” protection available for vinyl, linoleum, rubber, terrazzo, asbestos-containing 
tiles*, sealed wood, and cork flooring. Tough against spills. Tough against gloss-killing dirt, grit, 
and sand.

• Designed to meet EPA DfE Criteria and 
   Greenseal Standards
• Complies with CARB and National VOC standards
• Excellent soil and detergent resistance
• Complies with EPA recommendations for   
   maintenance of floors containing dangerous asbestos
• Low odor; neutral pH

• 30 minute drying time
• Zinc-free, APE-free, Phthalate-free, 
   Heavy Metal-free, Butyl-free
• Scuff Resistant
• Low Odor
• Soil Resistant
• Detergent Resistant

• Wear Resistant
• Slip Resistant
• Propane Burnisher 
   Compatible
• Low Foam

Maintenance Chemicals Greases and Oils Food Processing Products Mineral Handling ProductsWater Treatment Chemicals

1830 Ellsworth Industrial Drive, N.W., Atlanta, Georgia 30318
Telephone: 404.355.4580     •     FAX: 404.355.8284     •     www.momar.com
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FLOOR PREPARATION

Dust mop floor making sure all dust, loose dirt, and debris are removed.  
Remove stubbornly adhering foreign materials with a putty knife. Following 
label directions, use Momar PRY-BAR to remove existing floor finish or simply 
deep clean with a green pad.  For green cleaning, stripping is not recommended 
and TOUGH-AS-NAILS GREEN can be recoated time after time when burnished 
and cleaned regularly. For asbestos-containing floors, strip floors according to 
EPA recommended “Interim Guidance for Maintenance of Asbestos Containing 
Floor Coverings”.(Available through your Momar Representative.)

APPLICATION DIRECTIONS

DO NOT USE SEALER. TOUGH-AS-NAILS GREEN does the job of both a sealer 
and a finish.  Presoak mop in TOUGH-AS-NAILS GREEN solution to wet. Wring 
lightly. Using a mop that is thoroughly wet, evenly apply a minimum of 2 and 
as many as 5 thin coats of TOUGH-AS-NAILS GREEN at a coverage of 2100 to 
2600 square feet per gallon. Allow at least 25 minutes drying time between each 
coat. High humidity and low temperatures may extend drying time. Retains 
shine when buffed or burnished with Momar’s HAMMER High Speed Restorer 
regularly. TOUGH-AS-NAILS GREEN does not yellow over time when properly 
maintained with Momar’s ENVISION Neutral Cleaner and should not require 
stripping prior to recoating.  If stripping is required, use Momar’s PRY-BAR 
Odorless Floor Stripper.
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ENVIRONMENTALLY FRIENDLY
SELF-INTERLOCKING
FLOOR COATINGGree
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“A Shine So Durable You’ll Think It’s Nailed To The Floor”


